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	Cable Ladder/Tray
Inspection Test Report
	ITR 21


	LADDER NO.
	
	PLANT AREA
	

	LOCATION
	
	SERVICE
	

	SIZE
	
	MATERIAL
	

	
	CHECKLIST
	CHECKED O.K.

	1
	Continuous Where Possible
	

	2
	Correct Size
	

	3
	Cable Ladder Cover Fitted and Correctly Secured
	

	4
	Ladder Clamped to Supports
	

	5
	Fish Plates Secure
	

	6
	Adequate Space Between Stacked Ladder
	

	7
	Adequate Space between Crossing Ladder
	

	8
	Ladder Installed at Correct Elevation
	

	9
	Any Cuts in Ladder De-Burred and Properly Painted / Preserved
	

	10
	Ladder Correct Material
	

	11
	Correct Barrier Strips Installed
	

	12
	Earth Straps Installed Across Fish Plates
	

	13
	All Manufactured Sets Fully Welded
	

	14
	Support Brackets Adequate for Fully Loaded Tray
	

	15
	Ladder Not Overloaded With Cable
	

	16
	Ladder Labelled / Identified as Required 
	

	17
	Ladder to Pipe / Equipment Clearances Adequate
	

	18
	Ladder Not Blocking Access Ways
	

	19
	Ladder Not Installed In Pipe Racks Where Possible
	

	20
	Ladder Plumb And Square
	

	21
	Supplier Bends Tees Risers Etc Used Wherever Possible
	

	Remarks

	

	

	

	

	

	PUNCH LIST CATEGORY

	A
	
	B
	
	C
	

	
	COMPANY
	NAME
	SIGNATURE
	DATE

	COMPLETED BY


	
	
	
	

	SUPERVISOR


	
	
	
	

	APPROVED BY


	
	
	
	








